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Analysis Software

Data values can be easily analyzed with video, audio, speed, gravity,
acceleration and sensor value at the time of shock collected from GPS
and G-sensor
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All the information can be
=2 o4 | easily reported.

System Components

Small & Compact 170 degree GPS Antenna
Recorder, Built in small CMOS Panic Button Location, Speed, Time
3-Axis G-sensor ' camera LED indicator p—— Synchronization

Optional Accessories
Night Vision . Rear View ". | Rear View
IR camera camera camera
ey

External
Microphone

®

Specification

Video In CH1-Front, CH2-Interior, CH3-Rearview G Sensor Internal 3-axis G-Sensor

Audio In 1CH (Internal / External Microphone) Car Signal Brake, Left Turn, Right Turn, Speed Pulse
AV Out 1 Video out, 1 Audio out Alarm Input 3 (Door, Meter, etc.)

Continuous record  NTSC: 720x480 (30fps) 720x240 (60fps) Compression MPEG4 (Continues recording)

Event record PAL :720x576 (25fps) 720x288 (50fps) MJPEG (Event recording)

Snap shot record  Still Image + Audio (5 sec) Remote controller gz;gﬁiﬁm ct:r? H10f, Playoacichation,
Memory SD card (support upto 32GB SDHC) LED 2 (Red / Blue)

GPS External GPS Module Analysis Software. PC Viewer (support Google Earth)




